
Cutting Tools

BALDIA NANO &  
BALDIA COMPOSITE DC

plastics, stack materials and aluminium alloys 



 

 BALDIA® NANO  BALDIA® 
COMPOSITE DC

BALDIA® NANO BALDIA® COMPOSITE DC

BALDIA NANO  BALDIA COMPOSITE DC

12%



BALDIA NANO BALDIA COMPOSITE DC

 
BALDIA® COMPOSITE DC

BALDIA NANO BALDIA COMPOSITE DC

To
ol

 d
ia

m
et

er

Final tool tolerance

Tool quantity

To
ol

 d
ia

m
et

er

Final tool tolerance

Tool quantity

BALDIA® COMPOSITE DC  CFRP

38% 

BALDIA COMPOSITE DC

No. of parts

0

500

1,000

1,500

2,000

2,500

BALDIA® COMPOSITE DCCompetitor diamond coating

+ 38%

, Ø 5.560 mm

CFRP Carbonwerke / Predo®

vc = 105 m/min
RPM = 6.000 rpm
f = 0.06 mm/rev

BALDIA NANO

  
     



Headquarters
Oerlikon Balzers Coating AG
Balzers Technology & Service Centre
Iramali 18
9496 Balzers
Liechtenstein
T +423 388 75 00
E info.balzers@oerlikon.com

Germany 
Oerlikon Balzers Coating Germany 
GmbH (formerly D-Coat GmbH)
Straßburger Allee 18
41812 Erkelenz
T +49 2431 8060 120
E info.balzers.erk@oerlikon.com
www.oerlikon.com/balzers/de

Luxembourg
Oerlikon Balzers Coating  
Luxembourg s.à.r.l. 
Route de Bascharage
Zone Industrielle Haaneboesch
4513 Niedercorn
T +352 26 58 08 91
E info.balzers.be@oerlikon.com
www.oerlikon.com/balzers/be

USA
Oerlikon Balzers Coating
USA, Inc.
199 Kay Industrial Drive
Lake Orion, MI – 48359
T +1 248 409 5900
E info.balzers.us@oerlikon.com
www.oerlikon.com/balzers/us

Oerlikon Balzers Coating
USA, Inc.
10285 Indiana Court
Rancho Cucamonga, CA – 91730
T +1 909 360 5622
E info.balzers.us@oerlikon.com
www.oerlikon.com/balzers/us

Korea
Oerlikon Balzers Coating  
Korea Co. Ltd.
66, Gwahaksandan 1-ro
Gangseo-gu
46742 Busan
T +82 51 974 9900
E info.balzers.kr@oerlikon.com
www.oerlikon.com/balzers/kr

Our worldwide coating centre  
network addresses are listed at: 
www.oerlikon.com/balzers
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NANO Carbon  
< 900 600 80 – 100

6 – 12

COMPOSITE DC 4 – 15


